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1. Limited AP & Web Mode

1.1 Change mode to <Limited AP & Web mode>

If you click the <Reserved Button>(GPI021 or GPIO10) button twice consecutively, the

WizFi210 is restored to factory and changed <AP & Web mode>.

The IP address of WizFi210 is shown below.

IP:192.168.1.1/Subnet:255.255.255.0/Gateway:192.168.1.1
And the URL address of Wizfi210 is <http://192.168.1.1>
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1.2 Connect to the WizFi210 (Limited AP)

If you scan the AP, you can see <WizFIAPXXXXXX> in the AP list.

<XXXXXX> is the MAC address of WizFi210.

Now, connect your PC to the WizFi210.
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In Limited AP mode, WizFi210 have the DHCP server, so you don’'t need use the <static IP

address>.

You can verify the IP address of your PC.

C:Wrdipoconfig

Mindows IP Configuration

Ethernet adapter 71 HEZHZ=Z & 9

Connection—=specific DNS Suffix
IP Address. - - - - - .
Subnet Mask . . . . . .
Default Gateway . . . . . .
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192.168.1.2
255.255.255.8

WIZnet Co., Ltd.



@ IZnet

1.3 Connect to the Web server

Connect to the web server of WizFi210.

The default <ID/Password> is <admin/admin>.
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Now, you can configure the WizFi210 with web browser via WiFi.

/= Wellcome page — Windows Internet Explorer
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Wireless Settings (Wi—Fi) MNetwork Settings (TCRAP) Administration Settings Logout

WELCOME
Pleaze use the following configuration pages to connect the device to a network,

Wireless Settings OWi-Fi): Users can change Wi-Fi parameters 1o associate this device to an available
Wi—Fi network,

Metwork Settingz (TCRAPY: Uszers can change network parameters to obtain or =zet the IP addrezs of
thizs device.

Administrative Settingz: IU=erz can change the login & pazsword to these configuration pages.

Logout: After completing configuration changes. users can logout,
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2. ad hoc & Configuration-Tool Mode

2.1 Change mode to < ad hoc & Configuration-Tool mode>
If you click the <Reserved Button>(GPI021 or GPIO10) button three times consecutively, the

WizFi210 is restored to factory and changed ad hoc mode to configure the WizFi210 with <WiFi

Configuration Tool>.

The IP address of WizFi210 is shown below.
IP:192.168.1.254/Subnet:255.255.255.0/Gateway:192.168.1.1
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2.2 Connect to the WizFi210 (ad hoc)

If you scan the AP, you can see <WizFi2xxXXXXXX> in the ad hoc list.

<XXXXXX> is the MAC address of WizFi210.

Now, connect your PC to the WizFi210.

G124 JeEH3 HE g |§|
FH UEHIAE HelalyAl 2.
g2 [H2) B EYIH HZETL M BES 20 01| 2EHM S 22S
SSTHI AT W),
e —
((ﬂ}) choi-private-lan ad
§OHONE MEEIEE 4EE O HEY T (WPA) anlll]
((ﬁ}) WIZ-AP3
& S Bl=cl ) el ©EONE ANSEIEE AT 20 UEHD (WPAD) aill]
buffalo_hw
2 & EYIS =M HE (CT)
§oHONE NE5IEE 4 2 HEYT audll
((ﬁ}) WIZ_AP2
LHORS LSSl 2 XS O | E2) T (DA
W WizFiZ=x17ef89
2
) wiois AB5IT SIS E AFE HEE 2 YEYS anlll
% portthru g3
) e - :--

In ad hoc mode, you need to use <Static IP address> as below.
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And in most cases, you need to disable the ethernet adapter.
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3.3 Using WizFi Configuration Tool

Now, you can use the <Wizfi Configuration Tool> via WiFi.

¥ WizF Configuration Tool Yerl.2

Clear search results

= Search results (1)
00:08:de:17ief: 59

Device Configuration |

@gearch Q% Setting @ EW Update % Factory Reset @Eing % Firewall @ Exit

AP scan results (14)
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WiFT Security
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EAP configuration
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